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        GAS RECOVERY SYSTEMS EUROPE


GRS FLANGE CONNECTIONS

PIPE CONNECTIONS

	Pos
	Flange
	Flange diam.
	Bolt circle diam.
	Bolt hole

diam
	Nr. Of

bolts
	Bolt

size
	Bolt

length

	1
	DN100/PN16
	220mm
	180mm
	18mm
	8 pc
	16mm
	60mm

	2
	DN 100/PN16
	220mm
	180mm
	18mm
	8 pc
	16mm
	60mm

	3
	DN 100/PN16
	220mm
	180mm
	18mm
	8 pc
	16mm
	60mm

	4
	DN 100/PN16
	220mm
	180mm
	18mm
	8pc
	16mm
	60mm

	5
	DN 40/PN16
	150mm
	110mm
	18mm
	4pc
	16mm
	60mm

	6
	DN40/PN16
	150mm
	110mm
	18mm
	4pc
	16mm
	60mm

	7
	DN25/PN16
	
	
	
	  
	
	







1. Separator outlet

2. Surplus N2 outlet

3. Prosess gas inlet

4. N2  purge gas outlet

5. Highpressure inlet from collecting tank

6. Codensate outlet

7. LIN inlet

GRS ELECTRICAL CONNECTIONS AND POWER REQUIREMENT

ELECTRICAL CONNECTIONS

For the recovery process

	Voltage
	AMP
	HZ
	Phase
	kW

	400
	100
	50
	3
	86


400V power supply is given to the control panel .  GRS has about 25 meters of  power cable for this purpose.  The  required kW can be reduced depending on

the nature of the operation.  

The connection between the control panel and the GRS unit is taken care of by

GRS. Max distance is about 50 meters
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